


Proper Maintenance Helps Extend Vehicle Life!
Your driving type or vehicle usage may affect the maintenance
intervals below.

You should follow the manufacturer’s service schedule that best matches
your vehicle’s opera.ng condi.ons.

Those recommenda%ons may include:

» Change your engine oil at the vehicle manufacturer’s recommended
service interval that matches your vehicle’s opera.ng condi.ons and
your driving habits

» Check your tire inflation pressure monthly

» Rotate your tires at the vehicle manufacturer’s recommended service
interval or every 6 months/15,000 miles

» Change the engine air filter annually or when visibly restricted.

» Inspect Brake System every 12months/15,000miles

MMTaking the Mystery Out of Maintenance

Things to
Watch For

» Some of the motor oil components
are consumed sacrificially while
doing the job of protec.ng your
engine. Foreign contaminants also
accumulate in the oil.

» The correct oil change interval is
the one recommended by the en-
gine manufacturer for your individ-
ual driving condi.ons. It is printed
in the vehicle owner’s manual.

» Severe use typically includes stop-
and-go driving, frequent high-speed
driving and short trips, towing,
opera.ng in dusty condi.ons and
opera.ng in cold / hot weather.

» You should review the severe
service defini.on in your owner’s
manual to determine the proper
oil drain interval.
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The API Service Symbol “Donut” with CI-4 PLUS
Used in conjunc.on with API CI-4 and CJ-4, the “CI-4 PLUS” designa.on
iden.fies oils formulated to provide a higher level of protec.on against
soot-related viscosity increase and viscosity loss due to shear in diesel
engines. Like Energy Conserving, CI-4 PLUS appears in the lower por.on
of the API Service Symbol “Donut.”

1. Performance Level: Gasoline engine
oil categories (for cars, vans, and light
trucks with gasoline engines): Oils
designed for gasoline-engine service
fall under API’s “S” (Service) categories.

Diesel engine oil categories (for heavy-
duty trucks and vehicles with diesel
engines): Oils designed for diesel-engine
service fall under API’s “C” (Commercial)
categories.

2. Viscosity Grade: The measure of an oil’s
thickness and ability to flow at certain tem-
peratures. Vehicle requirements may vary.
Follow your vehicle manufacturer’s recom-
menda.ons on SAE oil viscosity grade.

AMRA/MAP believes that this informa.on is accurate
and reliable. AMRA/MAP does not endorse, approve
or cer.fy such informa.on, nor does it guarantee the
accuracy, completeness, efficacy, or .meliness;
reliance on it should only be undertaken a�er a
detailed review of the applicable OE publica.on(s).

AMRA/MAP is not responsible for, and expressly
disclaims all liability for damages of any kind or
consequences thereof, arising out of use, reference
to, reliance on, or performance of such informa.on.
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